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Jack A2C

Single-needle lockstitch machine
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The maker's catalogue follows on pages 2 and 3.

Al Borj Machinery supplies, installs and services this machine from Sharjah,
UAE, and Accra, Ghana.

Product page
alborj.com/products/jack-a2c
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Fortress Electric
Control

*Source: Frost & Sullivan's research based on the number of industrial sewing machines sold by major global industrial
sewing machine companies in each year between 2010 and 2023, market research completed in September 2024.



FST Powerful
Cross-seam System

Powered by the Mighty Ape Platform Motor, it provides
strong piercing force and fabric feeding force, enabling

the machine to cross seam portions and handle thick
materials without speed reduction. The Fortress Electric
Control ensures that the motor can work continuously
and stably without being affected by the environment.

* Mighty Ape Platform Motor : *Fortress Electric Control:
High Torque, High Explosive Power Strong Adaptability, Ultra - stability
5.5NM Ultra - large torque + Piercing force through 100 layers of paper. Adapts to anultra - wide voltage range of 110 - 295V + Can withstand

an electrostatic air voltage of 12000V.

|~” customer Value

The ability to cross seam portions |

Overall efficiency is increased by 3.7%
and handle thick materials is increased by 14% y Y

Technical Parameters

Needle Thread Stitch length Height of Max. sewing speed Thin Medium Thick volume

number (mm) presser foot(mm) (S.p.m) materials - thick materials materials (mm)

A2C-C DBx1 11-18# 2 5 =18 5000 Y N 645x248x550 30/36.5

A2C-CH-7  DPx5 18-21# 2 7 1-13 3500 N 645x248x550 30/36.5
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Ask for the AED price, delivery
and installation

Send us the model and your country. Our team replies on WhatsApp or by
email, and installs and services this machine from Sharjah and Accra.

WhatsApp Email

+971 6 533 3413 info@alborj.com

Sharjah, UAE Accra, Ghana

Head office and showroom West Africa office

Showroom #4, Al Borj Showrooms, Industrial Area 4, P.O. 1 Kpentenplebi Link, Dzorwulu, Accra
Box 28551, Sharjah +233 591 896 086

+971 6 533 3413 ghana@alborj.com

info@alborj.com

Product page alborj.com/products/jack-a2c

More catalogues alborj.com/pages/catalogues

Pages 2 and 3 are the maker's own catalogue (Jack Technology Co., Ltd.), reproduced unchanged. Specifications are the maker's and can change without

notice. Jack is a trademark of its owner. This edition: Al Borj Machinery LLC, October 2026.
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