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The maker's catalogue follows on pages 2 and 3.

Al Borj Machinery supplies, installs and services this machine from Sharjah, . : "
UAE, and Accra, Ghana. o , " >

JK-T5878-58B

JACK SEWING MACHINE CO. LTD.

Product page
alborj.com/products/jack-jk-5878-58

Page 2, the first page of the maker's catalogue, reproduced unchanged.

In this catalogue

2 Front and back cover: the JK-T5878-58 automatic placket setting machine
3 Efficiency comparison, advantages and technical parameters
4 AED price, delivery and installation: our offices in Sharjah and Accra
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Automatic Placket Setting Machine

Jack Wechat Jack Sewing
Machine Co.,Ltd.

JK-T5878-58B
JACK SEWING MACHINE CO.,LTD.

No. 15 Airport SouthRoad, Jiaojiang District, Taizhou, Zhejiang, PRC
TEL: 0086-576-88177782 88177767
FAX: 0086-576-88177787

€-mail: sales@chinajack.com
www.chinajack.com
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Efficiency Comparison

e Productioncapacityincrease 500%

e 5setsiockstitchmachine, space, laborand

managementcostsaving peryear

e Qualityimprovement 10-15%
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8 hours production capacity per machine

e
General Productivity JK-5878-58B

1Different Patterns, Higher Efficiency
Capable for variety of placket patterns such as neckline

placket for both male and female, hidden placket etc.,

outputup to 2500/ hour.

3.Movable Machine Head, Comfortable Operation

2.Smart Touchable Panel, Intuitive Operation
Large size smart touchable panel with icon image for each

parameter makes function set up easy and quickly. USB
port for pattern storage and program updates.

Sewing distance can be adjusted freely as per requirement, makes the operation more comfortable.

4 .Infrared Positioning, Accurate Operation

Operation table and preparation stations were equipped
with cross combination switch laser light positioning

device, makes work more convenient and efficient.

5. Automatically Stop, No Wastage
With the thread breaking sensor, machine will stop
immediately in case thread breaking during sewing,

do not damage fabric.

6. Automatic Collection Device

Automatic Collection Device for folding clothes makes

operation more easy, efficient and secure.

Technical Parameter

7. Pneumatic Feeding, Beautiful Stitch

Backstitch feeding by pneumatic, fabrics positioning from

360 degree, to ensure smooth and beautiful sewing.

JK-T5878-58B DBX1 11-14# (Standard 11#) 1 2

10-280 4000

1100x2100x1600 200/300
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Ask for the AED price,
delivery and installation

Send us the model and your country. Our team replies on WhatsApp or by
email, and installs and services this machine from Sharjah and Accra.

WhatsApp Email

+971 6 533 3413 info@alborj.com

Sharjah, UAE

Head office and showroom

Showroom #4, Al Borj Showrooms,
Industrial Area 4, P.0O. Box 28551,
Sharjah

+971 6 533 3413
info@alborj.com

Accra, Ghana
West Africa office

1 Kpentenplebi Link, Dzorwulu, Accra

+233 591 896 086
ghana@alborj.com
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